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Pos.  Specifications 
 
A.  Tape (Schotch Bronel) Length 35 cm. 
B.  Bosscod 4 mm. BN 717 
C.  Sheet metal screw 4,8X13 mm. HFC 198 
D.  Cylinder nut M6X13 mm. JS no. 4081 961013 
E.  6X45 mm. HFC 683 
F.  4X20 mm. HFC 681 
G.  4X30 mm. chip board screw HFC 328 
H.  Combi screw 4X10 mm. 520-818910 
I.  4,5X 16 mm. chip board screw HFC 328 
J.  4 mm. wing nut HFC 9915 
K.  5 mm. Tension disk HFC 9167 
L.  1 meter mini bracket LC 57 
M.  Clip pulley HFC 9167 
N.  Häfele house 262.26.811 
O.  Häfele joint bolt 262.28.811 
P.  Spring 3,6X18 mm. 
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Straight Curved 
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Manual adjustable 
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Electrical adjustable 
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Electrical Adjustable 
 
If electrically adjustable Concertina desk surfaces have an uneven 
weight load or intensive use condition, the motor will on occasion 
require calibration. The facility staff can easily accomplish this by 
lowering the unit(s) to what is termed a zero position or the lowest 
possible point of adjustment and press the button for a minimum of 5 
sek. Alignment may be required two to four times a month or even 
daily depending upon the adjustment usage.  
 
 
 
 
 
 


